Power Supply

LDDE PSU 480 - 960/R

PowerSupply 24V/DMX512

Voltage input range
Output power
Output Voltage
max. temperatur
Powercon In True1
USITT DMX 512

8x XLR 4 pin Out
XLR 5 pin DMX IN/THRU
Fuse

Power

WDMX

Protection Class
Weight / Dimension

XLR 4 Connectors

a green product from

technical specification

PSU 480
110...250 VAC 50/60 Hz
max. 480W / 2x10A
24VDC
0 ... 40°C
1

1

1
1
X
2Xx 240W
optional
IP20

4,3kg / L147 x H 185,5 xW 380 mm

PIN1 | oV

PIN 2 | Data -
PIN 3 | Data +
PIN 4 | +24V DV

Housing | main screen

PSU 960/R
110...250 VAC 50/60 Hz
max. 960W / 4x10A
24VDC
0 ... 40°C
1

1

1
1
X
4% 240W
optional
IP20

9,5kg / L353 x H 88,4 xW 482,6 mm
2HE

LDODE
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Lighting
Design
Development

Electronics

LDDE Vertriebsgesellschaft m. b. H.
Simmeringer Hauptstr. 357, 1110 Vienna, Austria
P:+43 176718110, F:+4317671811 99
E: office@ldde.com, W: www.ldde.com
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